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Smarthome Automation Interface

z
S
1. PAIRING UTOPIC AND SMARTHOME AUTOMATION INTERFACE: <
—
+  Start the app on your mobile phone and connect to the UTopic (see UTopic operating instructions) 'a
z
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Under Settings, Select ,Register new Then press the green +
select the ,User” operating unit*

menu at the bottom

+ Along and a short tone from the UTopic follows
»  After the short warning tone, short-circuit the minus (-) and TX1 or minus (-) and TX2 terminals
+ If pairing is successful, you will hear several tones from the UTopic
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Smarthome Automation Interface

2. FUNCTIONS:

OPERATION

Normal: selectively lock or unlock
+ Switch negative (-) and TX1: lock
*  Switch negative (-) and TX2: unlock

Toggle: alternately locking and unlocking
» Fixed bridge between TX1-TX2
+  Switch minus (-) and TX1/TX2: the interface alternately sends a command for locking or unlocking

Technical data:

e Power:5-12V DC

e Current consumption: max. 30 mA

* Temperature range: 0° to 40°C

e Control range: up to 15 m (depending on ambient conditions)

Locking:

512V GND NO
DC
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Unlocking:

OPERATION

512V GND NO
DC

Toggle:

512V GND NO
DC
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